











PRINTER TEST DETAILS - Canon Pro9000

Replacement Log

Ink C M Y K PC PM G

Ink Used in . . . . .
Remaining Tank 76% 20% 57% 0% 20% 75% 0% 0%
Total usage in % 76% 120% 257% 0% 220% 375% 0% 0%
TOTAL 1048% or the equivalent of 10.48 ink cartridges

Special Notes: The “Ink Used in Remaining Tank” row indicates ink usage of the cartridges in-place at 200" print.
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Press the [About ink] button to view the information about the
ink tank. Press the [Update] button to check the current
remaining ink level.

(: About ink ) ( Update )

Total Equivalent Cartridges Used for 200 prints =10.48
Square Inches Printed = 16000
CEU per square inch = .000655 for the Canon Pro 9000




PRINTER TEST DETAILS - Canon Pro 9500

Ink PM MK PK PC GRAY : M Y C G R
Starting 1 1 1 1 1 1 1 1 1 1
Replaced 2 0 1 1 2 0 1 0 0 1

Ink Used i
Remainmo Tank | 0%  20% . 20% = 58% = 75% 57% 20% = o0 /5% . 0%

Totalusagein% 200%  20%  120% 158% @ 275% 57% 120% 58% = 75% = 100%

TOTAL 1183% or the equivalent of 11.83 ink cartridges

Special Notes: The “Ink Used in Remaining Tank” row indicates ink usage of the cartridges in-place at 200" print.
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Press the [About ink] button to view the information about the
ink tank. Press the [Update] button to check the current
remaining ink level.
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Total Equivalent Cartridges Used for 200 prints =11.83
Square Inches Printed = 16000
CEU per square inch =.00074 for the Canon Pro 9500



